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DESIGN SOLUTION
RESTAURANT

The “industrial,” open look is all the rage in restaurants this century. 

What has been most important to restaurant goes for decades 

upon decades has been the ability to effectively communicate with 

the people at their table. Hard surfaces on the walls, ceilings, and 

floors make this almost impossible as these surfaces can reflect up 
to 98% of the unwanted noise in a restaurant.

With this in mind The Morrie, in the affluent Detroit suburb of 

Birmingham, reached out to Stony Creek Services to help solve the 

problem. They recommended Black K-13 as the solution. With live 

music, DJs, and even Karaoke events on the calendar, reducing 

the disturbing echo and reverberation was particularly challenging, 

which is why K-13 was the ticket for effective sound control.

The one-inch application of Class 1, Class A fire-rated K-13 

absorbs one hundred percent of the echo and reverberation from 

the human voice and over 65% of the echo and reverb of the low-

end base from live music. And with a specified bond strength of 

greater than 100lbs per square foot, The Morrie can be confident 
they won’t have to deal with flaking or “dandruff” from falling fibers 
as is the case with spray-applied alternatives. While black was the 

choice for The Morrie, K-13 is also available in a variety of standard 

colors as well as custom colors to suit any pallet.

Product Details

Product: K-13 Black

Details: 5,000 SF at 1” Thick

Project Details

Name: The Morrie

Location: Detroit, Michigan



Colorful Options

K-13 is available in standard colors, and 

can be manufactured in custom, integral 

colors for unlimited design options.

Application

K-13 is spray-applied, between 1” and 

5”. It is engineered for application to 

common substrates and can adhere to 

complex or irregular surfaces.

Thermal Value

K-13 has a R-Value of 3.7 per inch. This 

demonstrates how K-13 helps keep a 

space at the right temperature, saving 

on costs and the environment.

Acoustic Performance

K-13 is applied in thicknesses from 1” 

up to 5” to provide the desired level 

of acoustical absorption. At 1”, K-13 

provides a NRC of .80.
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ACOUSTIC & THERMAL SOLUTIONS
FOR SIMILAR K-13 PROJECTS

BYRON BURGERS

Manchester, England

T-MOBILE H.Q. CAFE

Dallas, Texas

Common Bond, a bakery and restaurant located in Houston, TX, was 

in need of acoustical control. The restaurant’s design features an open 
concept with high ceilings and exposed ductwork. The combination of 

these elements resulted in a lot of echo and reverberation, which made it 

difficult for guests to hear each other. To address the need for acoustical 
control without compromising the ceiling height or sleek interior design, 

K-13 in light gray was spray-applied to the ceiling throughout the dining 

area. Unlike hard surfaces and materials, which reflect sound, K-13 

absorbs echo, reverberation, and excessive noise. In addition to acoustic 

performance, K-13 provides thermal R-value for enhanced efficiency.

WAREHOUSE BAR GRILLE

Boston, Massachusetts

COMMON BOND BISTRO & BAKERY HOUSTON, TEXAS


