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Iponweb is an AI, Data & Engineering Company specializing in 
real-time, digital advertising technology. Originally founded in 
the UK, today Iponweb has offices around the globe including 
their stunning engineering center in Moscow, Russia designed 
by Za Bor Architects. Located within an old industrial building, 
that was once a brewery and later a ball-bearing plant, the 
open-concept office features unique architectural details 
including exposed crossbeams, utility lines, and substantial 
level differences-used, which were to create distinct 
workspaces while maintaining maximum openness. 

To ensure the converted space would serve as a functional, 
comfortable environment, acoustical consideration was key. To 
address the need for acoustical control without compromising 
ceiling height or openness, K-13 in White was utilized for the 
ceilings throughout the space.  Spray-applied to the exposed 
ribbed metal decking, the application of K-13 serves as an 
exposed interior finish. 

Unlike hard surfaces and materials, used prominently 
throughout the space, K-13 absorbs excessive noise which 
would otherwise be prevalent in an environment of this type. 
In addition to exceptional acoustic performance, K-13 in White 
provides high light reflectance, for optimized daylighting.

DESIGN SOLUTION
DYNAMIC OPEN-PLAN OFFICE

Project Details
Name: Iponweb
Location: Moscow, Russia

Product Details
Product: K-13
Color: White

Architect Details
Name: Za Bor Architects
Location: Moscow, Russia



Colorful Options
K-13 is available in standard colors, and 
can be manufactured in custom, integral 
colors for unlimited design options.

Application
K-13 is spray-applied, between 1” and 
5”. It is engineered for application to 
common substrates and can adhere to 
complex or irregular surfaces.

Thermal Value
K-13 has a R-Value of 3.75 per inch. 
This demonstrates how K-13 helps keep 
a space at the right temperature, saving 
on costs and the environment.

Acoustic Performance
K-13 is applied in thicknesses from 1” 
up to 5” to provide the desired level of 
acoustical absorption. At 1”, K-13 provides 
a NRC of .80.
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To effectively convert an existing, industrial building into a functional 
open-plan office, acoustical treatment is key. Without adequate acoustical 
finishes, hard surfaces and materials, which reflect sound, will produce 
echo reverberation and excessive noise, decreasing functionality and 
occupant comfort. Unlike hard surfaces and materials, K-13 absorbs 
excessive noise, making speech and music more intelligible, while 
enhancing overall sound quality.

ACOUSTIC & THERMAL SOLUTIONS
FOR SIMILAR K-13 PROJECTS

NBC OFFICES
New York, New York

GREENTOWN LAB OFFICES
Somerville, Massachusetts


